Hyper Adobe

Tube Netting

Hyper Adobe Tube Netting construction
offers a streamlined solution for walls and
foundations using a polyethylene Raschel
knit tubular mesh, serving as an alternative
to Super Adobe polypropylene woven
bags. This method simplifies building by
eliminating the need for barbed wire to
secure layers, leading to cost and time
savings.

Made from 100% virgin polyethylene with
an additive to prevent UV deterioration,
our warp-knitted netting features vertical
stitches interwoven with a connecting yarn
for added durability.

Most Common Uses

e Construction
e Containment
e Erosion Control

Specifications

CoOLORS MEASUREMENTS RoLL WEIGHT RoLL DIMENSIONS

Red 8" x 1,650’ 33 lbs 8" x 26" x 26"
(20 x 50,292 cm) (14.97kg) (20 x 66 x 66cm)

Red 12" x 1,650’ 39 lbs 12" x 26" x 26"
(30.5x 50,292 cm) (17.69kg) (30.5 x 66 x 66cm)

Red 16" x 1,650’ 45 |bs 16" x 26" x 26"
(40.6 x 50,292 cm) (20.41kg) (40.6 x 66 x 66cm)

Red 18" x 1,650’ 48 lbs 18" x 26" x 26"
(45.7 x 50,292 cm) (21.77kg) (45.7 x 66 x 66cm)
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